
Metal angle around meter
box. Seal and rivet in place

Flashing tape to flexible
underlay

Flexible underlay Linea™ Weatherboard

Timber cavity batten

Linea™ cavity closer Flashing 15° min. slope

Proprietary tape or
alternatively additional layer of
flexible underlay over head
flashing

Note: Site cut edges to be primed

H3.1 treated timber cant strip

Linea™ Weatherboard

Flexible sealant over PEF rod

Timber cavity batten

Flexible underlay

Electra flashing section
prefixed and sealed to meter
box casing

Metal angle around meter
box. Seal and rivet in place

Note: Site cut edges to be primed
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90mm framing

Pre-drilled holes for screw
fixing flange to exterior wall
framing. Inseal tape backing
to steel flange against flexible
underlay

Pressed penetrations for
services with fitted nylon
plugs

Electrical mounting bracket

Back plane rail system to sit
meters

Meter box substructure with 
5° sloping top and bottom for 
moisture egress

Pressed penetrations for
services with fitted nylon
plugs

225 mm

Metal meter box

Locking bolt to hinged
removable door panel
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METER BOX

April 2023

Linea™ Weatherboard

jhl_lnea_u_043 jhl_lnea.rvt


	Sheets
	jhl_lnea_d_001 - FIXING DETAIL
	jhl_lnea_d_002 - FOUNDATION DETAIL
	jhl_lnea_d_003 - ENCLOSED DECK
	jhl_lnea_d_004 - T & G JOINTING OFF STUD
	jhl_lnea_d_005 - EXTERNAL CORNER SOAKER
	jhl_lnea_d_006 - EXTERNAL ALUMINIUM BOX CORNER
	jhl_lnea_d_007 - EXTERNAL BOXED CORNER
	jhl_lnea_d_008 - EXTERNAL MITRE CORNER
	jhl_lnea_d_009 - INTERNAL ALUMINIUM CORNER
	jhl_lnea_d_010 - INTERNAL135° ALUMINIUM CORNER
	jhl_lnea_d_011 - SCRIBED INTERNAL CORNER
	jhl_lnea_d_012 - WALL TO SOFFIT JUNCTION 'X'
	jhl_lnea_d_013 - WINDOW SILL
	jhl_lnea_d_014 - WINDOW HEAD
	jhl_lnea_d_015 - WINDOW JAMB
	jhl_lnea_d_016 - HEAD FLASHING TERMINATION
	jhl_lnea_d_017 - WINDOW SILL WITH FACING
	jhl_lnea_d_018 - WINDOW HEAD WITH FACING
	jhl_lnea_d_019 - WINDOW JAMB WITH FACING
	jhl_lnea_d_020 - PIPE PENETRATION
	jhl_lnea_d_021 - CONTINOUS CLADDING OVER JOIST
	jhl_lnea_d_022 - TIMBER DECK JUNCTION
	jhl_lnea_d_023 - APRON FLASHING DETAIL
	jhl_lnea_d_024 - GARAGE DOOR HEAD
	jhl_lnea_d_025 - GARAGE DOOR JAMB
	jhl_lnea_d_026 - METER BOX AT SILL
	jhl_lnea_d_027 - METER BOX AT HEAD
	jhl_lnea_d_028 - METER BOX AT JAMB
	jhl_lnea_r_001 - FIXING DETAIL
	jhl_lnea_r_002 - FRAMING SETOUT
	jhl_lnea_r_003 - BATTEN SETOUT
	jhl_lnea_r_004 - FOUNDATION DETAIL
	jhl_lnea_r_005 - ENCLOSED DECK
	jhl_lnea_r_006 - JOINTING OFF STUD
	jhl_lnea_r_007 - TIMBER CAVITY EXTERNAL CORNER SOAKER
	jhl_lnea_r_008 - EXTERNAL ALUMINIUM BOX CORNER
	jhl_lnea_r_009 - EXTERNAL BOX CORNER
	jhl_lnea_r_010 - EXTERNAL MITRE CORNER
	jhl_lnea_r_011 - INTERNAL ALUMINIUM CORNER
	jhl_lnea_r_012 - INTERNAL135° ALUMINIUM CORNER
	jhl_lnea_r_013 - INTERNAL CORNER SCRIBED
	jhl_lnea_r_014 - WALL TO SOFFIT JUNCTION 'X'
	jhl_lnea_r_015 - NIL SOFFIT DETAIL
	jhl_lnea_r_016 - SOFFIT DETAIL TOP VENTILATION
	jhl_lnea_r_017 - NIL TOP VENTILATION - SOFFIT DETAIL
	jhl_lnea_r_018 - SLOPING SOFFIT AND WALL JUNCTION
	jhl_lnea_r_019 - WINDOW SILL
	jhl_lnea_r_020 - WINDOW HEAD
	jhl_lnea_r_021 - WINDOW JAMB
	jhl_lnea_r_022 - HEAD FLASHING STOP END
	jhl_lnea_r_023 - WINDOW SILL WITH FACING
	jhl_lnea_r_024 - WINDOW HEAD WITH FACING
	jhl_lnea_r_025 - WINDOW JAMB WITH FACING
	jhl_lnea_r_026 - DOOR SILL SUPPORT DETAIL
	jhl_lnea_r_027 - PIPE PENETRATION
	jhl_lnea_r_028 - CONTINOUS CLADDING OVER FLOOR JOIST
	jhl_lnea_r_029 - DRAINED HORIZONTAL JOINT
	jhl_lnea_r_030 - CLADDING TO TIMBER DECK JUNCTION
	jhl_lnea_r_031 - APRON FLASHING DETAIL
	jhl_lnea_r_032 - ROOF TO WALL JUNCTION DETAIL
	jhl_lnea_r_033 - CLADDING TO FASCIA JUNCTION
	jhl_lnea_r_034 - PARAPET FLASHING
	jhl_lnea_r_035 - BALUSTRADE TO WALL JUNCTION
	jhl_lnea_r_036 - BALUSTRADE TO WALL JUNCTION
	jhl_lnea_r_037 - ROOF TO WALL JUNCTION
	jhl_lnea_r_038 - GARAGE DOOR HEAD
	jhl_lnea_r_039 - GARAGE DOOR JAMB
	jhl_lnea_r_040 - BATTEN SETOUT BUILDING HEIGHT OVER 10M
	jhl_lnea_r_041 - INTERTENTENANCY VERTICAL FIRE SEPARATION ABOVE 10m
	jhl_lnea_r_042 - METER BOX AT SILL
	jhl_lnea_r_043 - METER BOX AT HEAD
	jhl_lnea_r_044 - METER BOX AT JAMB
	jhl_lnea_r_045 - METER BOX
	jhl_lnea_u_001 - FIXING DETAIL
	jhl_lnea_u_002 - FRAMING SETOUT
	jhl_lnea_u_003 - BATTEN SETOUT
	jhl_lnea_u_004 - FOUNDATION DETAIL
	jhl_lnea_u_005 - ENCLOSED DECK
	jhl_lnea_u_006 - JOINTING OFF STUD
	jhl_lnea_u_007 - TIMBER CAVITY EXTERNAL CORNER SOAKER
	jhl_lnea_u_008 - EXTERNAL ALUMINIUM BOX CORNER
	jhl_lnea_u_009 - EXTERNAL BOX CORNER
	jhl_lnea_u_010 - EXTERNAL MITRE CORNER
	jhl_lnea_u_011 - INTERNAL ALUMINIUM CORNER
	jhl_lnea_u_012 - INTERNAL135° ALUMINIUM CORNER
	jhl_lnea_u_013 - SCRIBED INTERNAL CORNER
	jhl_lnea_u_014 - JUNCTION (SECTION 'X') CAVITY TO CABLE
	jhl_lnea_u_015 - NIL SOFFIT DETAIL
	jhl_lnea_u_016 - SLOPING SOFFIT AND WALL JUNCTION
	jhl_lnea_u_017 - WINDOW SILL
	jhl_lnea_u_018 - WINDOW HEAD WITH CLADDING CUT AROUND HEAD FLASHING
	jhl_lnea_u_019 - WINDOW JAMB
	jhl_lnea_u_020 - WINDOW HEAD STOP END
	jhl_lnea_u_021 - WINDOW SILL WITH FACING
	jhl_lnea_u_022 - WINDOW HEAD WITH FACING
	jhl_lnea_u_023 - WINDOW JAMB WITH FACING
	jhl_lnea_u_024 - DOOR SILL SUPPORT DETAIL
	jhl_lnea_u_025 - PIPE PENETRATION
	jhl_lnea_u_026 - CONTINOUS CLADDING OVER JOIST AT FLOOR LEVEL
	jhl_lnea_u_027 - DRAINED FLASHING JOINT AT FLOOR LEVEL
	jhl_lnea_u_028 - TIMBER CAVITY TIMBER DECK JUNCTION
	jhl_lnea_u_029 - APRON FLASHING DETAIL
	jhl_lnea_u_030 - ROOF TO WALL JUNCTION DETAIL
	jhl_lnea_u_031 - PARAPET FLASHING
	jhl_lnea_u_032 - TIMBER CAVITY ENCLOSED DECK BALUSTRADE TO WALL
	jhl_lnea_u_033 - TIMBER CAVITY ENCLOSED BALUSTRADE TO WALL
	jhl_lnea_u_034 - JUNCTION LINEA™ WEATHERBOARD AND FASCIA BOARD
	jhl_lnea_u_035 - ENCLOSED ROOF TO WALL INTERSECTION
	jhl_lnea_u_036 - GARAGE DOOR HEAD
	jhl_lnea_u_037 - GARAGE DOOR JAMB
	jhl_lnea_u_038 - FRAMING SETOUT BUILDING HEIGHT OVER 10M
	jhl_lnea_u_039 - INTERTENTENANCY VERTICAL FIRE SEPARATION
	jhl_lnea_u_040 - METER BOX AT SILL
	jhl_lnea_u_041 - METER BOX AT HEAD
	jhl_lnea_u_042 - METER BOX AT JAMB
	jhl_lnea_u_043 - METER BOX


